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Art. no. Part No. For tube diameter VPE (pc) small/medium/large
101 342 EBKS 16 lg/10 pc. bag 16 mm 1 / 320 / 7680
101 343 EBKS 16 lg/20 pc. bag 16 mm 1 / 160 / 3840
101 344 EBKS 16 lg/100 pc. box 16 mm 1 / 32 / 768
101 345 EBKS 20 lg/10 pc. bag 20 mm 1 / 240 / 5760
101 346 EBKS 20 lg/20 pc. bag 20 mm 1 / 120 / 2880
101 347 EBKS 20 lg/100 pc. box 20 mm 1 / 24 / 576
101 348 EBKS 25 lg/10 pc. bag 25 mm 1 / 160 / 3840
101 349 EBKS 25 lg/100 pc. box 25 mm 1 / 16 / 384
101 350 EBKS 32 lg/5 pc. bag 32 mm 1 / 250 / 7680
101 351 EBKS 32 lg/10 pc. bag 32 mm 1 / 160 / 3840
101 519 EBKS 32 lg/50 pc. box 32 mm 1 / 24 / 576
101 352 EBKS 40 lg/3 pc. bag 40 mm 1 / 265 / 6360
101 353 EBKS 40 lg/5 pc. bag 40 mm 1 / 160 / 3840
101 354 EBKS 40 lg/10 pc. bag 40 mm 1 / 80 / 1920
101 520 EBKS 40 lg/25 pc. box 40 mm 1 / 24 / 576
101 355 EBKS 50 lg/2 pc. bag 50 mm 1 / 300 / 7200
101 356 EBKS 50 lg/10 pc. bag 50 mm 1 / 60 / 1440
107 050 EBKS 50 hg/25 pc. box 50 mm 1 / 12 / 288

Further technical details
Closed False
Tackable True
Max. number of tubes 1
Type of fastening Screw hole
With inlay False
Material PVC

EBKS LG
clip, interlinkable

Properties for fixation of rigid or pliable conduits on various surfaces,  
mounting possible with nails, screws or DSD plugs

Colour light grey, similar to RAL 7035


